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D–VR1 Certificate of Authorization for
Repair Symbol Stamp for Safety and
Safety Relief Valves

D–VR2 Outline of Basic Elements of Writ-
ten Quality Control System for Repairers
of ASME Safety and Safety Relief Valves

D–VR3 Nameplate Stamping for ‘‘VR’’
E Owner-user Inspection Agencies
F Inspection Forms

(c) Records of inspections and repairs
shall be kept in accordance with the re-
quirements of the ASME Boiler and
Pressure Vessel Code and the National
Board Inspection Code. The records
shall be made available to the Sec-
retary or his authorized representative.

(d) Sections of the ASME Boiler and
Pressure Vessel Code, 1977, listed in
paragraph (b)(1) of this section, and
chapters and appendices of the Na-
tional Board Inspection Code, 1979, list-
ed in paragraph (b)(2) of this section,
are incorporated by reference and made
a part of this standard. These publica-
tions may be obtained from the pub-
lishers, the American Society of Me-
chanical Engineers, 345 East Forty-sev-
enth Street, New York, N.Y. 10017, and
the National Board of Boiler and Pres-
sure Vessel Inspectors, 1055 Crupper
Avenue, Columbus, Ohio 43229. The
publications may be examined at any
Metal and Nonmetal Mine Safety and
Health District Office of the Mine Safe-
ty and Health Administration.

Subpart M—Machinery and
Equipment

SOURCE: 53 FR 32521, Aug. 25, 1988, unless
otherwise noted.

§ 56.14000 Definitions.

The following definitions apply in
this subpart.

Mobile equipment. Wheeled, skid-
mounted, track-mounted, or rail-
mounted equipment capable of moving
or being moved.

Travelway. A passage, walk, or way
regularly used or designated for per-
sons to go from one place to another.

SAFETY DEVICES AND MAINTENANCE
REQUIREMENTS

§ 56.14100 Safety defects; examination,
correction and records.

(a) Self-propelled mobile equipment
to be used during a shift shall be in-
spected by the equipment operator be-
fore being placed in operation on that
shift.

(b) Defects on any equipment, ma-
chinery, and tools that affect safety
shall be corrected in a timely manner
to prevent the creation of a hazard to
persons.

(c) When defects make continued op-
eration hazardous to persons, the de-
fective items including self-propelled
mobile equipment shall be taken out of
service and placed in a designated area
posted for that purpose, or a tag or
other effective method of marking the
defective items shall be used to pro-
hibit further use until the defects are
corrected.

(d) Defects on self-propelled mobile
equipment affecting safety, which are
not corrected immediately, shall be re-
ported to and recorded by the mine op-
erator. The records shall be kept at the
mine or nearest mine office from the
date the defects are recorded, until the
defects are corrected. Such records
shall be made available for inspection
by an authorized representative of the
Secretary.

§ 56.14101 Brakes.

(a) Minimum requirements. (1) Self-pro-
pelled mobile equipment shall be
equipped with a service brake system
capable of stopping and holding the
equipment with its typical load on the
maximum grade it travels. This stand-
ard does not apply to equipment which
is not originally equipped with brakes
unless the manner in which the equip-
ment is being operated requires the use
of brakes for safe operation. This
standard does not apply to rail equip-
ment.

(2) If equipped on self-propelled mo-
bile equipment, parking brakes shall be
capable of holding the equipment with
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